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GFCI outlets, Surge Protector & LADDERS

INDUSTRIAL FIBERGLASS 
STEP LADDER

Extra Heavy 
Duty, 300lb. 
rating.
Locke#	
T4505	 FS1502	 2' Type 1A,300 Lb.
T0050	 FS1504	 4' Type 1A,300 Lb.
T0051	 FS1506	 6' Type 1A,300 Lb.
T0052	 FS1508	 8' Type 1A,300 Lb.
T0049	 FS1510	 10' Type 1A,300 Lb.
T0053	 FS1512	 12' Type 1A,300 Lb.

INDUSTRIAL FLAT STEP 
FIBERGLASS EXTENSION 

LADDER

Extra Heavy Duty, 
300 lb. rating.
Locke#	
T0047	 FE3216	 16' Extension ladder
T0048	 FE3224	 24' Extension ladder
T4503	 FE3228	 28' Extension ladder

FLEXIBLE SPOUT OIL CAN
1/3 Pint. 6½" 
flexible spout. 
Copper-bronze 
finish.

Locke#
T0651	 6 oz. Flexible Spout Oil Can

AC Surge Protector 
CONSTRUCTION SERIES
DURABLE METAL HOUSING

7 Outlets and a Cord 
Length of 6’. Ratings 
include: 1080 Joules, 72 
kA Max Peak Current, 
330 V Clamping
Voltage, EMI/RFI Noise 
Filter up to 40dB, 125 
Vac, 15A, 60Hz, 1875W, 
UL/cUL Listed.

Locke#
P8589	 SCONST7	

EXTEND & CLIMB 
LADDERS

Locke#	
T2040	 770P	 Rated 225 lbs. / weighs 

27 lbs., extends 32"-12.5'
T2041	 780P	 Rated 300 lbs. / weighs 

31 lbs., extends 32"-12.5'

Professional No Drip 
Caulking Gun

Professional quality 
skeleton caulking gun 
with "no drip" feature, 
spout cutter, seal 

puncture and ladder hook. 1/10 gallon 
barrel holds most standard cartridges.
Locke#	
T1000	 3984	 11 oz. Caulking Gun

GFCI CORD SETS & 
EXTENSION CORD

•	 Comply with UL Standard 943.
•	 Conforms with OSHA regulation CFR 

1926.406b(i)(ii) for construction sites.
•	 Comply with NEC Code Article 

#305‑6A mandating GFCI protection for 
temporary wiring at construction sites 
and other areas where permanently 
wired GFCIs are not available.

•	 Provide both ground fault
Locke#	
T3111	 66591-6C	 15A GFCI 6' Cord
T3112	 66891-3	 20A GFCI 3' Cord

TRI-TAP GFCI

Locke#	
T2483	 1080-12-2TT	 3 Outlet PVC 

Molded Connector & Plug

GFCI QUAD

Locke#	
T2484	 30334052	 15A 125V GFCI 

Protected Quad Outlet


